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Air Services Australia  
Cantilever Arch Structures 
 

 
 

AirServices Australia were seeking waterproof membrane structures to 
cover 450 staff car parking spaces.  The project was awarded to Shade 
Living under a ‘Design & Construct” contract via an open tender process. 

28 separate structures were installed in total and each of the structures 
were individually designed to take into account the number of car bays in 
each run and the configuration of the car parking bays as this varied 
throughout the site.  The designs also had to take into account a number 
of trees on the site which the client wanted retained as well as taking into 
consideration the number of sensitive underground services throughout 
the site. 

The final structures consisted of a combination of single sided and double 
sided structures and lighting was provided to each the structures as part 
of the overall scope of works. 

 

 
Single Side Post Configuration 
 

 
Client: 
Air Services Australia 
 
 
Location: 
Tullamarine 
 
 
Date of Completion: 
April 2011 
 
 
Product Type: 
Cantilever Arch – single 
column 
 
 
Fabric Type: 
Ferrari 802S PVC 
 
 
Steel Finish: 
Hot dip galvanised 
 
 
Scope of Works: 
Design 
Engineering 
Manufacture 
Project Management 
Install 
 
 
Area of Coverage: 
5700 square metres 
 
 
Function: 
Shade and weather protection 
for Airport Tower staff car 
parking 



 

���������	
�	����	��������	��	������������������	� �������������� �!��������������
"""#
���	����$#���#�%�

 
Air Services Australia - Cantilever Arch Structures 
Variations of Configuration 
 

 
Single Centre Post Configuration – Fixed Arch at Ends 
 

 
Single Centre Post Configuration – Cantilevered at ends 
 

 
Double Centre Post Configuration 

 
Client: 
Air Services Australia 
 
 
Location: 
Tullamarine 
 
 
Date of Completion: 
April 2011 
 
 
Product Type: 
Cantilever Arch – single 
column 
 
 
Fabric Type: 
Ferrari 802S PVC 
 
 
Steel Finish: 
Hot dip galvanised 
 
 
Scope of Works: 
Design 
Engineering 
Manufacture 
Project Management 
Install 
 
 
Area of Coverage: 
5700 square metres 
 
 
Function: 
Shade and weather protection 
for Airport Tower staff car 
parking 
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Air Services Australia - Cantilever Arch Structures 
Variations of Configuration 
 

 
Double Centre Post Configuration 
 

 
Internal Architectural Detail 
 

 
Clamp Plate Detail 

 
Client: 
Air Services Australia 
 
 
Location: 
Tullamarine 
 
 
Date of Completion: 
April 2011 
 
 
Product Type: 
Cantilever Arch – single 
column 
 
 
Fabric Type: 
Ferrari 802S PVC 
 
 
Steel Finish: 
Hot dip galvanised 
 
 
Scope of Works: 
Design 
Engineering 
Manufacture 
Project Management 
Install 
 
 
Area of Coverage: 
5700 square metres 
 
 
Function: 
Shade and weather protection 
for Airport Tower staff car 
parking 


